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Waveguide Probes
ANT-WGP

FEATURES
•	 Rectangular open-ended waveguide
•	 Coax-to-waveguide transition (below 50 GHz)
•	 Tapered ends to minimize diffraction effects

DESCRIPTION
Waveguide Probes (ANT-WGP) are ideally suited for near-field measurements. These probes are used to sample 
the radiated electromagnetic field of an antenna under test while minimally perturbing the incident field. They 
are designed for minimum VSWR, long-term stability and excellent repeatability.

INCLUDES
•	 Waveguide probe
•	 RF interface
•	 Mounting cage
•	 User manual

IDEAL FOR
•	 Near-field testing
•	 AUT illumination

AVAILABLE ADD-ONS
•	 Absorber
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SPECIFICATIONS
Model Frequency Range (GHz) Waveguide Type RF Connector Mounting Plate*

ANT-WGP-0.49-0.75 0.49 - 0.75 WR-1500 N-Female 3

ANT-WGP-0.64-0.96 0.64 - 0.96 WR-1150 N-Female 3

ANT-WGP-0.75-1.12 0.75 - 1.12 WR-975 N-Female 2

ANT-WGP-0.96-1.45 0.96 - 1.45 WR-770 N-Female 2

ANT-WGP-1.12-1.7 1.12 - 1.7 WR-650 N-Female 2

ANT-WGP-1.45-2.2 1.45 - 2.2 WR-510 N-Female 2

ANT-WGP-1.70-2.6 1.7 - 2.6 WR-430 N-Female 1

ANT-WGP-2.2-3.3 2.2 - 3.3 WR-340 N-Female 1

ANT-WGP-2.6-3.95 2.6 - 3.95 WR-284 N-Female 1

ANT-WGP-3.3-4.9 3.3 - 4.9 WR-229 N-Female 1

ANT-WGP-3.95-5.85 3.95 - 5.85 WR-187 N-Female 1

ANT-WGP-4.9-7.05 4.9 - 7.05 WR-159 N-Female 1

ANT-WGP-5.8-8.2 5.8 - 8.2 WR-137 N-Female 1

ANT-WGP-7.05-10 7.05 - 10.0 WR-112 N-Female 1

ANT-WGP-8.2-12.4 8.2 - 12.4 WR-90 N-Female 1

ANT-WGP-10-15 10.0 - 15.0 WR-75 N-Female 1

ANT-WGP-12.4-18 12.4 - 18.0 WR-62 N-Female 1

ANT-WGP-15-22 15.0 - 22.0 WR-51 2.92 mm 1

ANT-WGP-18-26.5 18.0 - 26.5 WR-42 2.92 mm 1

ANT-WGP-22-33 22.0 - 33.0 WR-34 2.92 mm 1

ANT-WGP-26.5-40 26.5 - 40.0 WR-28 2.92 mm 1

ANT-WGP-33-50 33.0 - 50.0 WR-22 2.4 mm 1

ANT-WGP-40-60 40.0 - 60.0 WR-19 Waveguide N/A

ANT-WGP-50-75 50.0 - 75.0 WR-15 Waveguide N/A

ANT-WGP-60-90 60.0 - 90.0 WR-12 Waveguide N/A

ANT-WGP-75-110 75.0 - 110.0 WR-10 Waveguide N/A

* Refer to Mounting Plate Configuations on page 5 of this document
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Model Weight kg (lb) Weight w/ Absorber kg (lb) Overall Length cm (in.) * Mounting Length cm (in.) *

ANT-WGP-0.49-0.75 25.5 (56.2) 29.6 (65.2) 107.95 (42.5) 76.2 (30.0)

ANT-WGP-0.64-0.96 19.1 (43.0) 23.2 (51.1) 107.95 (42.5) 76.2 (30.0)

ANT-WGP-0.75-1.12 12.0 (26.5) 16.9 (37.3) 107.95 (42.5) 76.2 (30.0)

ANT-WGP-0.96-1.45 11.1 (24.5) 16.1 (35.5) 107.95 (42.5) 76.2 (30.0)

ANT-WGP-1.12-1.7 6.0 (13.2) 10.6 (23.4) 107.95 (42.5) 54.36 (21.4)

ANT-WGP-1.45-2.2 3.4 (7.4) 7.9 (17.4) 75.95 (29.9) 52.07 (20.5)

ANT-WGP-1.70-2.6 2.9 (6.4) 7.5 (16.5) 75.95 (29.9) 52.07 (20.5)

ANT-WGP-2.2-3.3 3.3 (7.2) 7.9 (17.4) 75.95 (29.9) 52.07 (20.5)

ANT-WGP-2.6-3.95 1.8 (4.0) 2.7 (6.0) 54.36 (21.4) 30.48 (12.0)

ANT-WGP-3.3-4.9 1.9 (4.2) 2.7 (6.0) 54.36 (21.4) 30.48 (12.0)

ANT-WGP-3.95-5.85 1.4 (3.1) 1.9 (4.2) 46.74 (18.4) 22.86 (9.0)

ANT-WGP-4.9-7.05 1.4 (3.1) 1.8 (4.0) 46.74 (18.4) 22.86 (9.0)

ANT-WGP-5.8-8.2 1.4 (3.0) 1.9 (4.2) 46.74 (18.4) 22.86 (9.0)

ANT-WGP-7.05-10 1.4 (3.1) 1.8 (4.0) 46.74 (18.4) 22.86 (9.0)

ANT-WGP-8.2-12.4 1.4 (3.1) 1.8 (4.0) 46.74 (18.4) 22.86 (9.0)

ANT-WGP-10-15 1.3 (2.9) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-12.4-18 1.3 (2.9) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-15-22 1.3 (2.9) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-18-26.5 1.3 (2.9) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-22-33 1.3 (2.9) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-26.5-40 1.2 (2.7) 1.5 (3.3) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-33-50 1.2 (2.7) 1.6 (3.5) 40.39 (15.9) 16.51 (6.5)

ANT-WGP-40-60 0.09 (0.2) N/A 15.24 (6.0) N/A

ANT-WGP-50-75 0.045 (0.1) N/A 15.24 (6.0) N/A

ANT-WGP-60-90 0.045 (0.1) N/A 15.24 (6.0) N/A

ANT-WGP-75-110 0.045 (0.1) N/A 15.24 (6.0) N/A

* Refer to next page for length depiction
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A = Overall Length
B = Mounting Length

ANT-WGP-1.7-2.6 with Absorber Option

MOUNTING PLATE

RF CONNECTOR

MID-FLANGE

WAVEGUIDE PROBE

A
B
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ANT-WGP MOUNTING PLATE CONFIGURATIONS

MOUNTING PLATE 1

4X Ø 10.31 mm (0.406 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 8.89 mm (0.35 in.)
THRU EQUALLY SPACED
AS SHOWN

Ø 179.32 mm
(7.06 in.) B.C

Ø 150.01 mm
(5.906 in.) B.C

Ø 88.9 mm 
(3.5 in.) B.C

4X Ø 6.86 mm (0.27 in.)
THRU EQUALLY SPACED
AS SHOWN

MOUNTING PLATE 2

Ø 250.01 mm
(9.843 in.) B.C

Ø 179.32 mm
(7.06 in.) B.C

Ø 150.01 mm
(5.906 in.) B.C

Ø 88.9 mm 
(3.5 in.) B.C

4X Ø 10.41 mm (0.41 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 10.41 mm (0.41 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 8.89 mm (0.35 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 6.86 mm (0.27 in.)
THRU EQUALLY SPACED
AS SHOWN

MOUNTING PLATE 3

Ø 250.01 mm
(9.843 in.) B.C

Ø 304.8 mm
(12.0 in.) B.C

Ø 179.32 mm
(7.06 in.) B.C

Ø 150.01 mm
(5.906 in.) B.C

Ø 88.9 mm 
(3.5 in.) B.C

4X Ø 8.00 mm (0.315 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 8.00 mm (0.315 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 10.31 mm (0.406 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 8.99 mm (0.354 in.)
THRU EQUALLY SPACED
AS SHOWN

4X Ø 8.99 mm (0.354 in.)
THRU EQUALLY SPACED
AS SHOWN



Test
with
Confidence

AMETEK NSI-MI Technologies introduced the world to microwave antenna measurement systems and is 
the preferred global supplier of antenna, radar cross section, and radome measurement solutions. Today, 
our innovative products, systems, and services lead the industry in setting new standards for tomorrow’s 
performance. From world-class in-house testing facilities to delivering industry-leading turnkey systems, we 
provide the highest quality measurement products on the market.

Our full range of standard products and custom-designed systems are backed by our longstanding commitment 
to precision-engineered accuracy, reliability, and lasting performance. We provide the right solution for every 
RF measurement need and our worldwide network of service professionals are always available to offer 
support.

For more information on ordering AMETEK NSI-MI Technologies' products, applications or services please contact 
your nearest NSI-MI office. Our complete sales team information is available at: www.nsi-mi.com/contact-us

LOCATIONS
1125 Satellite Blvd., Suite 100
Atlanta, Georgia 30024-4629
USA
+1 678 475 8300			 

19730 Magellan Drive
Torrance, CA 90502-1104
USA
+1 310 525 7000	

Unit 51 Harley Road
Sheffield, S11 9SE 
UK
+44 7493 235224

ISO 9001:2015 CERTIFIED

Information contained herein shall not be used as a contractual document. All products and their specifications subject to

change without notice. © 2025, by AMETEK NSI-MI. All rights reserved.  www.nsi-mi.com | nsimi-sales@ametek.com
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